KUBOTA M9540
Diesel Tractor

The all-power, turbocharged fuel-efficient workhorse designed to boost productivity and profit of any plantation!
# M9540 Tractor Specification

## Engine
- **Model**: V3800-DI-T
- **Type**: Direct Injection, liquid cooled 4 cylinder diesel
- **Number of cylinders**: 4
- **Net power**: 70.8 kW (95 Hp)
- **Battery capacity**: 12 V
- **Fuel tank capacity**: 90 L

## Dimensions
- **Overall length**: 3780 mm
- **Overall width (minimum tread)**: 2010 mm
- **Overall height**: 2535 mm (Muffler)
- **Wheel base**: 2250 mm (95.9 in.)
- **Tread**
  - Front: 1660 mm
  - Rear: 1540 mm to 1940 mm
- **Minimum ground clearance**: 450 mm (Drawbar bracket)
- **Weight**: 2710 kg

## Traveling System
- **Standard tire size**
  - Front: 12.4-24
  - Rear: 18.4-30
- **Clutch**: Dry single plate
- **Steering**: Hydraulic Power Steering
- **Braking system**: Hydraulic Wet Discs
- **Differential**: Bevel gears with different lock (Rear)

## Hydraulic Unit
- **Hydraulic control system**: Position, draft (top link sensing) and mix control
- **Pump capacity**: 69.3 L/min
- **Three point hitch**: Category 2
- **Remote hydraulic control**: One remote valve
- **Traction system**: Swinging drawbar, adjustable in direction

## PTO
- **Direction of turning**: Clockwise, viewed from tractor near
- **PTO engine speed**: 6 spline: 540/2205

## Note
- All M-series tractors were equipped with vertical muffler and safety emblem

---

### Sugarcane Planter

<table>
<thead>
<tr>
<th>Model</th>
<th>SP920</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Implement Work</strong>:</td>
<td>Planting Sugarcane Stem with Double Row</td>
</tr>
<tr>
<td><strong>Stem Length</strong>:</td>
<td>350 to 400 mm</td>
</tr>
<tr>
<td><strong>Sugarcane Capacity</strong>:</td>
<td>850 kg</td>
</tr>
<tr>
<td><strong>Fertilizer Tank Capacity</strong>:</td>
<td>50 kg</td>
</tr>
<tr>
<td><strong>Dimension (W x L x H)</strong>:</td>
<td>1874 x 2095 x 2245 (mm)</td>
</tr>
<tr>
<td><strong>Body Weight</strong>:</td>
<td>933 kg</td>
</tr>
</tbody>
</table>

### Disc Plow

<table>
<thead>
<tr>
<th>Model</th>
<th>DP264L</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Disc Size</strong>:</td>
<td>26 in. x 4 discs</td>
</tr>
<tr>
<td><strong>Weight</strong>:</td>
<td>590 kg</td>
</tr>
<tr>
<td><strong>Average Plowing Depth</strong>:</td>
<td>30 cm</td>
</tr>
</tbody>
</table>

---

For details and inquiries:
- **Main Office**: Kubota Philippines, Inc.
  232 Quirino Highway, Baesa, Quezon City, Metro Manila
- **Tel. Nos.**: (632) 422-3500 to 03
- **Fax Nos.**: (632) 422-3504 to 05
- **Website**: www.kubota.com.ph

*The company reserves the right to change the specifications without notice.*